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ATM Integrated Access Device
LA-140 is an ATM Integrated Access Device (IAD) that
enables service providers to offer transmission of voice, LAN
and data to small and medium sized businesses over a
single access line.

LA-140 modules provide maximum flexibility for service
integration, ease of use and scalability. They allow migration
from E1/T1 to xDSL transmission modes without replacing
the unit.

The LA-140 performs circuit emulation using AAL1 to support
voice interfaces. This facilitates the connection of PBXs or
other channeled E1/T1 devices. LA-140 supports FXS and
ISDN over AAL2 in accordance with the ATMF LES standard
for transport of different voice channels on the same Virtual
Channel (VC).

LA 140 IAD

LA-104 High Speed IAD
LA-104 is an ATM IAD (Integrated Access Device) that
enables service providers to offer LAN services over up to
four access lines to small and medium sized businesses.

LA-110 Dedicated ATM IAD
LA-110 is an ATM IAD that enables service providers to offer
voice, LAN and data over a single access line to small and
medium sized businesses. The system offers selectable,
optional user ports. E1, 4 FXS or 4 ISDN S0

Voice and data are statistically multiplexed into an ADSL or
SHDSL WAN link.

Equipment Order Number
LA-140 CHASSIS LA140/AC
Chassis with Echo Cancellation LA140/AC/EC
T1 + Serial Module LA140M/T1/V35
E1 + Serial Module LA140M/E1/V35
QUAD ISDN NT Module LA140M/ISDN-NT
QUAD ISDN TE Module LA140M/ISDN-TE
SHDSL Module LA140M/SHDSL
ADSL Annex A Module LA-140M/ADSLA
ADSL Annex B Module LA-140M/ADSLB

T1/E1 Modular Integrated Access Device
The P32mxi is a modular 32-channel voice/data Broadband Access
Device which can be deployed in today’s existing networks, while
offering inexpensive upgrades for future networks. Small (7.7” L x 13” W
x 1.75” H) and lightweight (5.4 lbs), the system was specifically designed
for customer premise operation. The system supports dual T1/E1 ports,
32 analog FXS/FXO/DPT/DPO ports, SNMP management, Windows TM
-based Graphical User Interface, a full-featured TCP/IP router with an
embedded stateful firewall, 10/100 Base-T Ethernet port, MGCP Voice
over IP support, with simultaneous operation of TDM, ATM and IP. The
system also includes an integrated V.35 interface, true sine-wave ringing
generator, and built-in battery charger with programmable maintenance
cycles. A wall or rack-mountable battery backup system providing up to
8 hours of backup power is also available.

Equipment Order Number
P32mxi, 24FXO PKG-T1-24FXO
P32mxi, 24FXS PKG-T1-24FXS
P32mxi, 30FXO PKG-E1-30FXO
P32mxi, 30FXS PKG-E1-30FXS
FXO Answer Supervision MX420
Router Module MX540
MODEM Adapter 3500004-001
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